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AMENDMENTS TO THE CLAIMS 

The listing of claims will replace all prior versions, and listings, of claims in the 
application: 

Listing of Claims 

1 . (Currently Amended) A method Method for access control in a 
multicast system when distributing data from a source (VS) on a common link to at 
least two users (U1 U12) via a node , comprising the following steps: (BP42Vh 
characteriz e d by the fo ll owing st e ps : 

assigning a weight to each use r(U1 U12) associated with the node (BN21) , wh i ch 
wherein the weights of each user determine each user's allowed bandwidthr-Wer 
bandwidth al l owed to uso out of ava il able bandwidth on th o common link (L3); 

receiving to the node (BN21) , a request to join a multicast session(SS4-), from a 
first use r (U1) ; and 

comparing i in the node (BN21) , actual bandwidth usage by the first user(W4) 
with the first user's allowed bandwidth, wherein the actual bandwidth usage is 
calculated as the sum of the first user's allowed bandwidth portion part of each used 
session on the common link (L3) i ncluding and the actual bandwidth usage by the first 
user the new roquost, w i th tho usors (U1) al l ow o d bandwidth . 

2. (Currently Amended) The method for access control in a multicast 
system according to claim 1 , further comprising: compr i sing tho following furthor stop : 

defly denying the request if the first user's allowed bandwidth is lower than the 
actual bandwidth. 

3. (Currently Amended) The method for access control in a multicast 
system according to claim 1, further comprising the following furth e r steps: 

finding out determining that the requested multicast session is used by at 

least one other user (U8, U12) ; and 

allowing the request from the first user. U4-7 
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4. (Currently Amended) The method for access control in a multicast 
system according to claim 1 , further comprising the following furth e r steps: 

porcoiv i ng determining that the first user (U4-) used the session ) less than a 

predefined period of time qu ali ficat i on t i me ago ; 

changing A temporarily A the first user's weight; and 

allowing the request if the allowed bandwidth is higher than the actual bandwidth. 

5. (Currently Amended) The method for access control in a multicast 
system according to claim 4, comprising bofor e chang i ng th o user's woight , the 
following furth e r step: 

p e rc e iving prior to changing the first user's weight, determining that the first user 
used the session ($ u ) during a t i m e p e riod for a period of time that exceeds a 

predetermined guarantee time. 

6. (Currently Amended) The method for access control in a multicast 
system according to claim 4 Gf-5, comprising the following further steps: 

the first user leaving (U1) le av e s the requested session S u ; and 

changing baek the first user's weight to the weight's \£s original value. 

7. (Currently Amended) An arrangement Arrangem e nt for access 
control in a multicast system when distributing data from a source (VS) on a common 
link to at least two users (U1 - U12) via a node (BN21) , the arrangement comprising: 
which arrang e m e nt i s charact e r i z e d by: 

means for assigning a weight to each user (U1 - U12) associated with the node 
(BN21) , wh i ch w e ights d e t e rmin e the weights determining each user's allowed 
bandwidth; i . e . bandw i dth allow e d to use out of ava il ab le bandw i dth on th e common 
li nk (L3); 

means in the node (BN21) for receiving a request to join a multicast session 
{S u ), from a first user (U4^ ; 

Preliminary Amendment - Page 3 of 6 

EUS/J/P:06-3183 



Attorney Docket No. P17947-US1 



means for comparing., in the node (BN21) , actual bandwidth usage by the first 
user to the first user's allowed bandwidth, wherein the first user's actual bandwidth 
usage is calculated as the sum of the first user's allowed bandwidth portion part of each 
used session on the common link and the actual bandwidth usage by the first user 
including tho now roquost, w i th the us e rs(U1) a ll owod bandwidth . 

8. (Currently Amended) The arrangement Arrangom o nt for access 
control in a multicast system according to claim 7, comprising means for denying the 
request if the first user's allowed bandwidth is lower than the actual bandwidth. 

9. (Currently Amended) The arrangement Arrang o mont for access 
control in a multicast system according to claim 7, comprising: 

- means for determining f i nd i ng out that the requested session {S u ) is used by at 

least one other user (U8, U12) ; and 

- means for allowing the request from the first user -U4-. 

10. (Currently Amended) The arrangement Arrang e ment for access 
control in a multicast system according to claim 7, comprising: 

- means for determining p e rc e iv i ng that the user (U4-) used the session {S M ) less 

than a predefined period of time qua li fication time ago ; 

- means for chang i ng temporarily changing the first user's weight; 

- means for allowing the request if the first user's allowed bandwidth is higher 
than the actual bandwidth. 

11. (Currently Amended) The arrangement Arrangement for access 
control in a multicast system according to claim 10, comprising: 

- means for determining perc ei v i ng that the first user used the session (S M ) 
during a time period that exceeds a predetermined guaranteed time period guarant ee 

in no. 
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1 2. (Currently Amended) The arrangement Arrangement for access 
control in a multicast system according to claim 10 ©^44, further comprising means for 
changing bask- the first user's weight to the weight's <£s original value. 

13. (Currently Amended) The arrangement Arrangement for access 
control in a multicast system according to claim 7. further any of th e claims 7 12 
comprising means for calculating the first user's (4=M4 actual bandwidth. 

1 4. (Currently Amended) The arrangement Arrang e m e nt for access 
control in a multicast system according to claim 7 further any of th e cla i ms 7 - 13 
comprising means for calculating the first user's(U4) allowed bandwidth. 
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